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TABLE SUMMARISING 'AUSTRALIAN PENDULUM' SLIPPERINESS COEFFICIENTS 

SERIE LAMINAM 5 SUPERFICIAL FINISH TEST METHOD: 
AS 4586 Slider 96 (Australian Pendulum)* 

CALCE TEXTURED 
45-54 

P4 

COLLECTION NATURAL 
25-34 

P2 

DIAMOND BOCCIARDATO | RAIN 
25-34 

P2 

FOKOS NATURAL 
25-34 

P2 

HADO BOCCIARDATO | RAIN 
45-54 

P4 

I NATURALI BOCCIARDATO | NATURAL 
35-44 

P3 

IN-SIDE FIAMMATO | NATURAL 
45-54 

P4 

LEGNO VENEZIA NATURAL 
45-54 

P4 

OSSIDO NATURAL 
35-44 

P3 

SLATE NATURAL 
45-54 

P4 

RARE DNA 
12-24 

P1 

SERIE LAMINAM 6 SUPERFICIAL FINISH TEST METHOD: 
AS 4586 Slider 96 (Australian Pendulum)* 

RARE DNA 
35-44 

P3 

* The values shown in the table relating to the Australian pendulum are indicative. 

 
For Projects/Orders in which these characteristics are contractual aspects, it is necessary that the customer 
communicates this at the time of ordering, to verify and supply material in accordance with the request. 
 
Sincerely, 
 

Quality Department 
LAMINAM SPA 

 
 


