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CERTIFICATE

Material Fire Test Certificate

IGNL-8297-01-01C 101 ROO Specimen Identification
Woven Fabric
DATE OF TEST 20.08.2024 ) e
ISSUE DATE 03.09.2024 Specimen Description
EXPIRY DATE 02.09.2029 The sponsor described the test specimen as woven fabric. It is comprised of glass fibre and it has a nominal
thickness of 0.20 mm. It is white in colour.
AS 1530.1:1994 The specimen was received as a blanket of woven glass fibre fabric. It was shiny white in colour and had a
Combustibility test for materials measured nominal thickness of 0.18 mm. Discs were fabricated from the received blanket and stacked into
test specimens by Ignis Labs.
Ignis Labs was not responsible for the sampling stage. All specimens were sampled by the test sponsor. The
test results apply to the specimens as received.
The test specimens are cylindrical, and each has:
(a) Nominal diameter (mm): 44.48
SPONSOR (b)  Nominal height (mm): 50.34
Laminam Australia (c) Nominal volume (cm3) 78.19
Suite 1401 Level 14 (d)  Nominal Mass (g): 52.53
20 Berry Street (e) Colour: Shiny White
North Sydney, NSW 2060 Test Method
Five (5) specimens were tested in accordance with Australian Standard 1530 Methods for fire tests on
TEST BODY building materials, components and structures, Part 1 — 1994: Combustible test for Materials. The test
Ignis Labs Pty Ltd apparatus is constructed in accordance with the requirements of ISO 1182:2010 which has been verified to
ABN 36 620 256 617 be equivalent to the apparatus requirements of AS 1530.1:1994 with the exception that a suitable alternative
3 Cooper Place insulating material was used to fill the annular space between the furnace tubes, as specified in Clause 4.2 of
Queanbeyan NSW 2620 1SO 1182:2010.
Australia
www.ignislabs.com.au
(02) 6111 2909
Test body is the test location

Observations
The tested specimens exhibited equivalent results, and none ignited. The specimens had a slight orange
glow after the test, but otherwise exhibited no thermodynamic phenomena.
Results
The specimen achieved the following results:

Symbol Arithmetic
%\_p.as Pn{ Mean furnace thermocouple temperature rise: ATF 0.44 °C

Ignls Mean specimen centre thermocouple temperature rise: ATc 0.07 °C
Jabs Mean specimen surface thermocouple temperature rise: ATs 0.22°C
MATERIAL FIRE TESTING

Mean duration of sustained flaming: 0.0s

* (&I’fﬁ[’[{fé ¥ Mean mass loss: 0.90 %
N 55 630 256

Combustibility

The specimens are NOT deemed COMBUSTIBLE according to the test criteria specified in Clause 3.4 of AS
1530.1-1994.
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NATA Accredited Laboratory /7 / %‘/

Number: 20534 Site number: 24604 .
Accredited for compliance with Aés{ SuPerWSV Technical Lead

1SO/IEC 17025 - Testing Darren Laker Tom Lewis

Version: IGNL-QF-031-Issue 03 Revision 01

Disclaimer These test results relate only to the behaviour of the test specimens of the material under the particular conditions of the test, and they are not intended to be the sole criterion for assessing
the potential fire hazard of the material in use. The information contained in this document is provided for the sole use of the recipient and no reliance should be placed on the information by any
other person. In the event that the information is disclosed or furnished to any other person, Ignis Labs Pty Ltd accepts no liability for any loss or damage incurred by that person whatsoever as a result
of using the information.

Copyright © All rights reserved. No part of the content of this document may be reproduced, published, transmitted or adapted in any form or by any means without the written permission of Ignis
Labs Pty Ltd
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Parameter

Symbol or
expression

Unit Symbol

Specimen Results

3 4

Atmospheric
temperature

21.50 21.40

Humidity

43.70 41.80

Height

50.21 50.77

Diameter

44.35 44.56

Initial specimen
volume

77.53 79.13

Initial specimen mass

43.24 50.20

Density

557.77 634.35

Sample holder weight

15.24 14.51

Final specimen mass

42.91 49.63

Mass loss

Am=(msi-
msf)/msi*100

0.77 1.13

Total duration of
sustained flaming

Cumulative total
of duration of
flaming

0.00

Initial furnace
thermocouple
temperature

Tfi

Maximum furnace
thermocouple
temperature

Final furnace
thermocouple
temperature

Tff

Furnace thermocouple
temperature rise

ATf=Tfm-Tff

Maximum specimen
centre thermocouple
temperature

Tem

Final specimen centre
thermocouple
temperature

Specimen centre
thermocouple
temperature rise

ATc=Tcm-Tcf

Maximum specimen
surface thermocouple
temperature

Final specimen surface
thermocouple
temperature

Specimen surface
thermocouple
temperature rise

ATs=Tsm-Tsf

Test duration

IGNL-8297-01-01C 101 ROO

END OF TEST CERTIFICATE
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